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Installing CP210x_Drivers and Simulate keyboard tools  
 
CAUTION  DO NOT CONNECT USB Loader to your computer until after you have run 
CP210x_Drivers the setup software.  
 

Getting Started:  
0.  Setup cp210x_Drivers.exe  First,    as below:  

Attention: *Remember    this path “X:\Silabs\MCU\CP210x”  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1.  Run  the  PreInstaller (Path:  X:\SiLabs\MCU\CP210x\WIN_PREINSTALL).Hit  [install] 
>[OK] . 

 
 
 
 
 
 
 
 
 

Fig.1  
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C:\SiLabs\MCU\CP210x 



 
 
 
 
 
 
 
 
 
 
 
 

Fig.2  
 
2. Then, After you have SUCCESSFULLY run the CP210x_Drivers setup software, plug the USB 
LOADER to your computer.  
3. The computer will identify that "New Hardware" has been found and ask you whether you want 
to install. Proceed with installation process.  
4. Windows will prompt you to search for best available drivers. Select “Install the software from 
list or appointed path(Advance)” and hit Next Button. This should select the Path: 
“X:\SiLabs\MCU\CP210x\WIN_PREINSTALL\” for the best available drivers. Windows will 
search your drive and locate the CP210X drivers which were installed when you ran the 
CP210x_Drivers setup software.  
5. Once Windows locates the CP210X drivers it will install the driver automatically. Follow 
Windows onscreen instructions. You may need repeat step3 & step4 a few times.  
 

Can I Verify USB Loader Is Correctly Installed?  
1. You can verify that the USB LOADER is properly installed by going to your   

Start menu  > Control panel  > System  > Click on "Hardware” Tab then click on 
"Device Manager".  

2. Go down list until you see: Ports (COM & LPT).  
3. Expand Ports (COM & LPT) by clicking on the plus sign (+).  
4. Listed in the expanded group you should see "CP210X USB TO UART Bridge Control (COM 

#)" * A yellow exclamation point indicates that the device is not properly installed and must be 
reinstalled.  
 

Setup COM port emulable Keyboard tools!  
1. Run COMEmuKBD.exe.  
2. You can find the icon of Comport emulable Keyboard tools in the left bottom of windows.  
3. Setting: COMX -> keyboard:  

 
 
 
 

Fig.3  
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Fig.4  

 
 
 
 
 
 
 
 
 
 
 
Fig.5  

 
 

What's Next?  
1.  Create a Notebook file and open it.  
2.  Read the PDF417 with HR103BU  
3.  All information will display on the screen of notebook’s file.  
 

NOTE: Please refer to the online QuickSetTM instructions at www.nlscan.com for detailed 
installation and troubleshooting guide.  
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